
Light

Fixtures: 18 Par 64 (shortnose 500w)
6 Martin Rushpar 3

12 Mac Aura XB

14 ETC Source4 Parnel
6 ETC Source 4 Junior 25o-50o 575W

10 Selecon Rama 1.2 kW Fresnel 150mm Lens
Dimmers: 2 RVETEC Easy 12 - 12 ch 2,3 kW

1 Okero 6 ch
FOH console: 1 ETC smartfade

1 MA3 Command Wing XT
Projector 1 Sony VPL-FH500L 7000 ansi FIXED POSITION

Sound

FOH console: 1 Yamaha CL-1
Stagerack: 1 Yamaha RIO3224-D

Wireless: 1 Shure ULXD4Q-P51 Digital receiver

Main system: 4 EAW La215
2 Mackie SWA1901 (Sub)

Monitoring: 6 EAW La212

3 C-Audio GB602tx: Aux

Stage

Blackbox 1

Equipment

Hearing aid: source from stage line
18 scissor-type raisers, 1 x 2 meters

Dancefloor Double sided - black and white
Double sided - black and grey

Size

80 seats in auditorium
60 seats on the floor

11 m stage depth
10,5 m stage width

11 m stage net width
4,7 m height

Power

Technical equipment Sandnes Performing Art Center "Liten Sal"
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2 380 V, 63A, 3 phase + neutral + earth


